POLYSTYRENE AND ACRYLIC RNASE/DNASE FREE
CENTRIFUGE TUBES

This top quality line of centrifuge tubes feature flat-top, leak resistant screw
caps, a large white writing area and printed graduation marks. |

All sterile tubes are Rnase/Dnase and Pyrogen free.

15 mL Polystyrene and Acrylic

e Dimensions: 17 x 120mm

e Cap is made from High Density Polyethylene (HDPE)
o Sterile tubes are Rnase/Dnase and Pyrogen free

e \White graduations and writing area.

Spin Rate:

Polystyrene (PS) - 1700 RCF (3000 x g) ;

Acrylic (AC) - 5000 RCF (6,160 x g) | Tubes shown
| actual size .

6268  Polystyrene (PS), non-sterile, with separate screwcap, bulk 500
6272  Polystyrene (PS), STERILE, 25/bag, 500/case 500 |
6274  Polystyrene (PS), STERILE, 50/rack, 500/case 500 '

6267  Acrylic (AC), non-sterile, with separate screwcap, bulk 500
6270  Acrylic (AC), STERILE, 25/bag, 500/case 500
6273  Acrylic (AC), STERILE, 50/rack, 500/case 500 ' |

\
50 mL Polystyrene \ /

e Dimensions: 29.5 x 114mm
e Cap is made from High Density Polyethylene (HDPE) \
e Sterile tubes are Rnase/Dnase and Pyrogen free %

e White graduations and writing area 6268/6272/6274 - 6267/6270/6273 6253/6254
Spin Rate: 15mL polystyrene & acrylic 50mL polystyrene

Polystyrene (PS) - 1700 RCF (3000 x g)

6253  Polystyrene (PS), non-sterile, with separate screwcap, bulk 500
6254  Polystyrene (PS), STERILE, 25/bag, 500/case 500

See our innovative centrifuge tube
rack (item# 456930). A single rack to
hold both 15mL and 50mL centrifuge

tubes! Page 48.

6273 — 15mL acrylic centrifuge tubes in 50 count rack
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