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TO WHOM MAY CONCERN

Single use light weight probe, TPO1 is used with Icare TAO1li Tonometer. Th

pcs probe boxes, where each probe tip is in an individual tube.

TPO1 biocompatibility testing has b to the ISO 10993-1, -5 and -10. Please find in

the following table the materigl§ used in the probe TPO1:

Probe mogel Material Specifjcation for
plastic part (probe head)

TPO1 probe fogpAcare tonometer TAO1i* VALOX 312C \
*Probes havg/a wire part made of gold (Au) plated steel

Th&€ measure ts of the probe:

Probe hagd

81. Vienkartiniai zondai tonometrui: Probe wire
-tinkami darbui su | CARE tonometru (modelis
TAOL);

-vienkartiniai (pazyméta simboliu);
-supakuoti individualiai po viena (kietame dékle); \/
-zondas padengtas auksu;

-antgalis padengtas medicininiu plastiku ar [\

lygiaverte medZiaga (apvalus (bur buliukas)); Assembly weight: 26,5 £0,3 mg
-bendras zondo ilgis 40,4 mm; otal length: 40,4mm

-dézutéje po 100 vnt.

Icare TAOli tonometer ether with the probe TPO1) has been certified/cleared/approved globally in

several countries, like in US (540k), EU, Japan, Australia, China, Taiwan, South-Korea, Brazil and Canada

since 2007.

24" February 2016,
On behalf of Icare Finland Oy

Matti Tulikoura
Regulatory Manager
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