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DVANCE.
Dual layer hydrophilic coating ensures
outstanding lubricity and durability.
Push-torque-navigate braiding
technology induces superior
torquability and significant reduction
of ovalisation and elongation.

NeuroSlider® 17

3cm

0.0165"/

0.42 mm
NeuroSlider® 21

0.021"/

0.53 mm
NeuroSlider® 27

0.027"/

0.7 mm

Product Reference
Name Number

NeuroSlider® 17 01-000272
NeuroSlider® 21 01-000273
NeuroSlider® 27 01-000274
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C€ 0207

0.64 mm
——

3cm
0.8 mm

NAVIGATE.

e Shapeable tip with lasting shape °
retention allows excellent distal
navigation even in tortuous anatomies.

® Multi polymer construction consisting °
of 5 different flexibility zones with
smooth transitions from maximum
stability at the hub to maximum
flexibility at the tip permits precise and
effective navigation.

155cm

1.9F/

155cm

2.4F/

155cm

3.0F/

ID OD dist. / prox. Usable Length
(Inch) (French) (cm)
0.0165 1.9/2.1 155

0.021 24/25 155
0.027 3.0/3.6 155

ACANDIS GmbH & Co. KG
Theodor-Fahrner-Str. 6
75177 Pforzheim
Germany

Distributed by:

Tel: +49 7231 155 00 0
Fax: +49 7231 155 00 129
E-Mail: info@acandis.com
www.acandis.com

DELIVER.

Inner PTFE liner minimises friction and
thus provides smooth and reliable
device and coil delivery.

Advanced hub design with a transparent
window results in a precise device
transfer into the hub.
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Tip Tip
Shape Markers
Straight shapeable 2
Straight shapeable 2
Straight shapeable 1



